
SUPER-501 洗機程序 SUPER-501 Cleaning Procedure 

 

1. 先在 SUPER-501安裝洗淨裝置 

1. Install the Cleaning Powder Unit in the 

SUPER-501 

2. 用 500克檸檬酸* + 2公升自來水製作檸檬酸溶液 

2. Mix 500g citric acid* + 2 Liter Tap Water 

  
3. 用泵將檸檬酸溶液從下水喉泵入 SUPER-501 

3. Use water pump to pump in the solution from water discharge hose into SUPER-501 

 

* 必需為 100%純檸檬酸 

* Must be 100% pure citric acid 

可以加入暖水製作溶液 

Warm water can also be used for mixing solution 



 

4. 把上喉流出的水流回溶液盤內做循環大約 20-30分鐘 

4. Draw the liquid came out from flexible pipe back to the solution container. Keep on this liquid cycle for about 

20 - 30 minutes 

 

5. 放自來水到溶液盤內, 把上喉流出的水棄掉, 終止循環, 就這樣放水大約 20-30分鐘 

5. Draw Tap water to the solution container, discard the liquid came out from flexible pipe. Keep on for about 20 - 

30 minutes 

  

在另一組上喉及下水喉, 重覆步驟 3~5 

Repeat Step 3~5 on the other pair of flexible pipe & water discharge hose 



 

 

水泵資料水泵資料水泵資料水泵資料 Pump Information 


